§393.40

terminals which conform to the SAE
Standard?! for ‘‘Cable Terminals’ or by
cable terminals which are mechani-
cally and electrically at least equal to
such terminals. The number of wires
attached to any post shall be limited to
the number which such post was de-
signed to accommodate. The presence
of bare, loose, dangling, chafing, or
poorly connected wires is prohibited.

Subpart C—Brakes

§393.40 Required brake systems.

(a) General. A bus, truck, truck trac-
tor, or a combination of motor vehicles
must have brakes adequate to control
the movement of, and to stop and hold,
the vehicle or combination of vehicles.

(b) Specific systems required. (1) A bus,
truck, truck tractor, or combination of
motor vehicles must have—

(i) A service brake system that con-
forms to the requirements of §393.52;
and

(ii) A parking brake system that con-
forms to the requirements of §393.41.

(2) A bus, truck, truck tractor, or a
combination of motor vehicles manu-
factured on or after July 1, 1973, must
have an emergency brake system that
conforms to the requirements of
§393.52(b) and consists of either—

(i) Emergency features of the service
brake system; or

(ii) A system separate from the serv-
ice brake system.

A control by which the driver applies
the emergency brake system must be
located so that the driver can readily
operate it when he/she is properly re-
strained by any seat belt assembly pro-
vided for his/her use. The control for
applying the emergency brake system
may be combined with either the con-
trol for applying the service brake sys-
tem or the control for applying the
parking brake system. However, all
three controls may not be combined.
(c) Interconnected systems. (1) If the
brake systems specified in paragraph
(b) of this section are interconnected in
any way, they must be designed, con-
structed, and maintained so that, upon
the failure of any part of the operating
mechanism of one or more of the sys-

1 See footnote 1 to §393.24(c).
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tems (except the service brake actu-
ation pedal or valve)—

(i) The vehicle will have operative
brakes; and

(ii) In the case of a vehicle manufac-
tured on or after July 1, 1973, the vehi-
cle will have operative brakes capable
of performing as specified in §393.52(b).

(2) A motor vehicle to which the
emergency brake system requirements
of Federal Motor Vehicle Safety Stand-
ard No. 105 (§571.105 of this title) ap-
plied at the time of its manufacture
conforms to the requirements of para-
graph (c¢)(1) of this section if—

(i) It is maintained in conformity
with the emergency brake require-
ments of Standard No. 105 in effect on
the date of its manufacture; and

(ii) It is capable of performing as
specified in §393.52(b), except upon
structural failure of its brake master
cylinder body or effectiveness indicator
body.

(3) A bus conforms to the require-
ments of paragraph (c)(1) of this sec-
tion if it meets the requirements of
§393.44 and is capable of performing as
specified in §393.52(b).

[36 FR 20297, Oct. 20, 1971, as amended at 37
FR 5251, Mar. 11, 1972]

§393.41 Parking brake system.

(a) BEvery commercial motor vehicle
manufactured on and after March 7,
1990, except an agricultural commodity
trailer, converter dolly, heavy hauler
or pulpwood trailer, shall at all times
be equipped with a parking brake sys-
tem adequate to hold the vehicle or
combination under any condition of
loading as required by FMVSS 571.121.
An agricultural commodity trailer,
heavy hauler or pulpwood trailer shall
carry sufficient chocking blocks to pre-
vent movement when parked.

(b) The parking brake system shall at
all times be capable of being applied in
conformance with the requirements of
paragraph (a) of the section by either
the driver’s muscular effort, or by
spring action, or by other energy, pro-
vided, that if such other energy is de-
pended on for application of the park-
ing brake, then an accumulation of
such energy shall be isolated from any
common source and used exclusively
for the operation of the parking brake.
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